TYPE_A - PEDESTRIAN RAMP
THE ENTIRE RAMP SLOPE IS ACHIEVED OUTSIDE THE SIDEWALK
SECTION. A STEEP FACED CURB IS USED ALONG THE RAMP.
1S TYPE OF RAMP ALWAYS Fi u
PROVIDES A CONSISTENT SIDEWALK SECTION FREE OF RAMP
CROSS-SLOPES.

TYPE B - PEDESTRIAN RAMP
THE STEEPEST ALLOWABLE SLOPE OCCURS ALONG THE SIDEWALK
A;Ehé%MPPROVIDE AT LEAST 1.2 m OF SIDEWALK WIDTH BEYOND
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TYPE D - PEDESTRIAN RAMP
USE THIS TYPE OF RAMP WHEN THERE [S [NSUFFICIENT WIDTH
TO ACCOMMODATE TYPE B PEDESTRIAN RAMP. THE STEEPEST
ALLOWABLE SLOPE OCCURS ALONG THE SIDEWALK AT [:12.
$5gV[RDAEMPAT LEAST 1.2 m x 1.2 m SIDEWALK AT THE BASE OF

REVISIONS
[J.8. |DELETE NOTE 3 REVISED TYPE -G- FIGURE L AND

TYPE G-
PEDESTRIAN RAMP

[0 REVISED ALL NOTES.

TYPE E - PEDESTRIAN RAMP
EgN'gOT PROJECT THE BUILT-UP RAMP SECTION INTO TRAFFIC

| [SIGNING (N FIGURE 2 anD NOTE 5
R.C._|DELETE RAMP TYPE C.REVISED RAMP TYPE G T0 MEET ADA

=2

TYPE G - PEDESTRIAN RAMP
USE THIS TYPE OF RAMP AT INTERSECTIONS WHEN CROSSWALK MEDIAN SEE NOTE 2
FACILITIES ARE PROVIDED.

TYPE H - PEDESTRIAN MEDIAN BREAK
USE THIS TYPE OF MEDIAN ACCESS WHEN CROSSWALK
FACILITIES ARE PROVIDED.

12/20/01

[27101727799 |FRW |REVISED TYPE -G- AND ADDED SIGNS AND
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URE 1
N ILLUSTRATES THE CROSS SECTION AND PROFILE. vIEW OF
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D PEDESTRIAN RAMPS.CONSTRUCT THE RAMP
BASE SURFACE EVEN WITH THE PAVEMENT SURFACE AT THE
FACE OF THE CURB.

JAN.28,2002
—oate___ [vof oare

NOTE?PEMSTRIAN RAMPS TYPE A,B,0,& E ARE 1.2 » MIN
ACCEPTABLE FOR USE AT MID-BLOCK CROSSWALKS.

TYPE H
2.PROVIDE DETECTABLE WARNING AREA AT THE BASE OF THE
CURB RAMP (8.6 m LONG MINIMUM). INSTALL DETECTABLE PEDESTRIAN RAMP
WARNINGS BY IMPRESSING AND REMOVING EXPANDED METAL
MESH INTO THE BASE OF THE RAMP SURFACE WHILE THE
CONCRETE 1S STILL IN A PLASTIC STATE.SEE FIGURE 3
FOR DIMENSION DETAILS. CLEAR ACCESS 10 PAVED WALK

3.PROVIDE ONE DESIGNATED VAN ACCESSIBLE' PARKING 2000 ' 2000
TYPE E SPACE IN EVERY EIGHT ACCESSIBLE PARKING SPACES, *
PEDESTRIAN- RAMP BUT NOT LESS THAN ONE.

WHIT|
4.REFER TO THE MUTCD (LATEST EDITION) FOR RESERVED T sthipes
PARKING SIGNING FOR DISABLED PERSONS (R7-8). wEEL N

5. WARP SIDEWALK TO MATCH.

DO_NOT_PROJECT
INTD VEHICLE LANES
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PEDESTRIAN RAMP
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UTAH DEPARTMENT OF TRANSPORTATION
STANDARD DRAWINGS FOR ROAD AND BRIDGE CONSTRUCTION

OVED

CHAIRMAN STANDARDS COMMITTEE

Aed \ %1525 mm MIN.OR 2440 mm MIN. FOR VANS SEE NOTE 3
FLOWL INE
OF GUTTE

ELEVATION VIEW OF D & G cie STRIPING DETAILS
_ RESERVED PARKING FOR THE HANDICAPPED

RESERVED 1 75 FIGURE 2
PARKING
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VAN ACCESSIBLE .v
SEE NOTE 2

DETECTABLE WARNING
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WHITE/BLUE

STANDARD DRAWING TITLE

RESERVED ACCESSIBLE SIGNING FOR *VAN ACCESSIBLE"
PARKING SIGNING PARKING SPACES
SEE NOTE 4 SEE NOTE 3

ALL DIMENSIONS ARE SHOWN IN MILLIMETERS (mm) UNLESS OTHERWISE NOTED. FIGURE 3
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